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FLASHING

OPERATION

DASHED LINE WILL OPERATE CONCURRENTLY
SOLID LINE WILL NOT OPERATE CONCURRENTLY

|. LOOP DETECTORS, CONDUIT AND MICROLOOP PROBES SHALL BE INSTALLED

CONFIRMED PRIOR TO THE INSTALLATION OF SIGNAL EQUIPMENT.

3. ALL SIGNAL EQUIPMENT SHALL BE INSTALLED TO FINAL GRADE.
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PROVIDE 200 FT OF 2" PVC CONDUIT

TRENCHED AND 1 HANDHOLE WITHIN THE BREAK.

UTILITY LEGEND

CONSTRUCTION DETAILS

GAS MAIN
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WATER MAIN

SEWER MAIN
ELECTRIC CABLES
AERIAL CABLES
TELEPHONE CABLES
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PROPOSED OVERHEAD POWER SERVICE BY BG&E.

REMOVE EXISTING STOP SIGN.

INSTALL HANDHOLE.

INSTALL MICROLOOP PROBE SETS WITH 1000 FT LEAD-IN
INSTALL 6' X 30’ QUADRUPOLE LOOP DETECTOR (3-6-3 TURNSI.
INSTALL 1“ LIQUID TIGHT FLEXIBLE NON-METALLIC CONDUIT
SLEEVE FOR LOOP DETECTOR LEAD-IN.

INSTALL 2" PVC SCHEDULE 80 CONDUIT — TRENCHED.

USE EXISTING HANDHOLE.

INSTALL 2" PVC SCHEDULE 80 CONDUIT - SLOTTED.

INSTALL 3” PVC SCHEDULE 80 CONDUIT - PUSHED

INSTALL 3" PVC SCHEDULE 80 CONDUIT ~ TRENCHED

INSTALL 4" PVC SCHEDULE 80 CONDUIT - TRENCHED

INSTALL BASE MOUNTED CABINET AND CONTROLLER WITH ALL
NECESSARY EQUIPMENT. (NOTE: 2-4" AND 2-2" PVC
SCHEDULE 80 CONDUIT BENDS).
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INSTALL 27" STEEL POLE WITH TWIN 60’ & 50" MAST ARMS, SIGNS, SIGNAL HEADS.,
20 FT STREET LIGHTING ARM AND 250 WATT HPS LUMINAIRE AS SHOWN.
(NOTE: 1-3" & 1-2" PVC SCHEDULE 80 CONDUIT BENDS, AND 4-2" X 90“ ANCHOR BOLTS)

REMOVE EXISTING PAVEMENT MARKINGS BEYOND STOP LINE.

INSTALL W3-3 SIGN (36" X 36"), D-3(2) SIGN (72" X 12") WITH D95-25 (NEW)
PANEL (24" X 24") AND FLAGS ON TWO 4" X 6" TREATED WOOD POSTS.
REMOVE EXISTING W2-2 {INTERSECTION AHEAD) SIGN.

INSTALL 24 INCH THERMOPLASTIC PAVEMENT MARKING TAPE.
USE EXISTING CONDUIT.

REMOVE EXISTIG PAVEMENT MARKING LETTER OR ARROW.
INSTALL THERMOPLASTIC PAVEMENT MARKING ARRCW

INSTALL THERMOPLASTIC PAVEMENT MARKING LETTERS
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